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DESCRIPTION:

Pit Latrine Treatment is a specially formulated, bacterial blend, to effectively degrade waste and reduce the sludge 
volumes found within the harsh environment of pit latrine systems.

Pit Latrine Treatment is non-caustic, non-poisonous, safe and sanitary. The product is completely harmless to all fix-
tures, plumbing lines, grease traps and septic systems.

 
CHARACTERISTICS:

Bacteria Type:   Bacillus blend
Total bacterial count:   104 million cfu/ml
Form:   Liquid
Appearance:   Turbid liquid
Odour:   Neutral
pH:   Neutral
Effective pH range:   5 – 10
Effective Temperature Range:   5 - 50°C
Shelf life:   24 months

APPLICATIONS:

Pit latrines
Septic systems, 
Mobile toilet units
Urinals
Drain lines
Food processing plants and for similar waste and odour control problems.

BENEFITS:

Reduces COD and BOD levels
Sludge volume reduction
Breaks down FOG’s, proteins, carbohydrates, oils and cellulose 
Odour control

DIRECTIONS	FOR	USE:

Add plenty of water to pit latrine or VIP toilet and stir after treatment
Apply one litre per pit latrine per month for a family of 5.

NB: DO NOT use disinfectants and chlorine based products in your pit latrine or VIP toilet.

Biochem Trading (PTY) LTD
Unit 16, 450 Kassler Rd, Assagay, 3624
South Africa

www.biochemproducts.co.za

sales@biochemproducts.co.za

COPYRIGHT 2014

PIT LATRINE 
TREATMENT

GUARANTEED
100%	NATURAL

MAXIMUM

CFU’s
PER	GRAM

IMPORTED

TECHNOLOGY


